
Electr o/Opt ical Char acter ist ics I f=20mA Ta=25 C
      Peak 
Wavelengh

Emitt ing Colors Forward Voltage Vf Luminous Intensity Iv/Dot

GaAl As/GaAs Hi-Red 660

Min.Typical

Units nm V mcd

M aximum Rat ings Ta=25 C (Der ate above 25 C)

*H igh segment intensity
*Wide viewing angle
*Range of colours
*B lack face White segment
*Rohs compliant

Featur es:
*A ltermative face and segment colour
*Cropped terminal pins
*A vailable emitt ing colour
*L ow current version

Avail able opti on:

Max. Typical

8.0 12.0
NFM-20571BSG-11

570NFM-20571ASG-11 GaP/GaP  Green 7.0 11.0

Ningbo Flying Electronics Co.,Ltd.

Characteristic
Pulse Forward Current Per Dot
DC Forward Current Per Dot
Reverse Current Per Dot
Power Dissipature
Operating Temperature
Storage Temperature
Lead soldering temperature

Condit ion
0.1 duty cycle 0.1ms Pulse width

Vr=5V

1.60mm from body maximum 3 seconds

Symbol
I FP

I F

I R

PD

TOPR

TTSG

Hi-Red Green
100
25
10

60* 35

100
30
10

80* 35
-40 to +80
-40 to +85

260

Units
mA
mA

A
mW
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2.00 (50.72mm) 5.00mm 5*7 Bi-Color Dot Matrix  Displays

Part Number
Row Cathode Column Anode

Part Number
Row Anode Column Cathode

2.201.80
2.502.20



Ningbo Flying Electronics Co.,Ltd.

Tolerance 0.25mm unless stated
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PACK AGE  DI M ENSI ON I NTERNAL CI RCUI T DI AGRAM

Row Cathode 
Column Anode
NFM-20571AEG

Row Anode
Column Cathode
NFM-20571BEG

2.00 (50.72mm) 5.00mm 5*7 Bi-Color Dot Matrix  Displays
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